
Wear 

protection

Turbocharger 

protection

Fuel 

economy

www.cyclon-lpc.com page 1 of 2                           ©2016 LPC S.A. All rights reserved

“

Try to remember 

Fully synthetic, 
fuel economy  
UHPDEO; 
exceeds ACEA 
E4/E7, MB 228.5 

& Scania LDF-3   

SYN EURO DXL SAE 5W-30

GRANIT SYN EURO DXL SAE 5W-30 is a fully synthetic, top-tier heavy duty diesel engine
oil, specifically developed to provide extremely high levels of protection and cleanliness
to the engine. It exceeds conventional UHPD lubricants in versatility and performance,
due to its TriboACT® Formula technology.

Based on premium quality synthetic base oils, a low chain viscosity modifier and an
advanced technology PPD, it will provide excellent low temperature fluidity, high
temperature viscosity retention and volatility control that enhance fuel efficiency.

ACEA E4, E7

Daimler MB 228.5

MB 235.28

Volvo VDS-3

MAN 3277

MTU Cat. 3

Scania LDF-3

Mack EO-N

DAF Extended Drain

Cummins CES 20077

Renault RXD, RLD, 

RLD-2

Deutz DQC IV-10 

Voith Retarder Oil 

Class – B 











Wear performance
M-B Actros field test

Long drain capability
Scania top big-end bearings

Suitable for Mercedes-Benz, MAN, Volvo, Renault, Mack, Scania, DAF,

& Iveco engine units

 Fully synthetic HD engine oil ; SAE 5W30

 TriboACT® Formula inside. 

 Faster oil circulation and extra wear protection in ‘cold start’ 
conditions; full engine protection even at -40°C.

 Superior shear stability, as less than 10% of viscosity loss is 
demonstrated in Kurt Orbahn 90-cycle diesel injector, shear bench 
test. 

 Improved long drain capability in Scania LDF-3 field testing (where 
big end and main bearings as well as piston rings were all in excellent 
condition).  

 Full biofuel compatibility and superior oxidative resistance.

No evidence of copper 

underlay visible
Superior wear performance &

excellent deposit control in piston & rings area



TriboACT® Formula

CYCLON ”tribological-action” 

empowering formula was 

developed to address the latest 

industry challenges and exceed 

the continuously evolving 

lubrication requirements of 

engine manufacturers. 

What is it? 

TriboACT® is an additive 
system that is based on the 
extra strong chemical 
interaction of various polarity 
ingredients included within.

What does it do?

The robust and synergistic 
ACTion of TriboACT® boosts 
the lubricant’s critical 
tribological characteristics:

• Oil film consistency in 
the valve train. 

• Wear control in the 
piston and rings area, 
clean-ability in the 
turbocharger region.

• Fuel economy.

The driving force behind 
TriboACT® is LPC’s 35 years 
of accumulated know-how 
and substantial investments 
in formulating, testing and 
blending innovative and 
technologically superior 
lubricant products. 

Contact Info:

LPC S.A.
124 Megaridos Av. GR-19300
switchboard
t: +30 210 8093900
orders
t: +30 210 8093949
customerservice@cyclon.gr
exports
t: +30 210 8093903
exports@lpc.gr
technical issues/services
t: +30 210 8093929
technical@cyclon.gr

www.cyclon-lpc.com

“TriboACT” & “TriboACT Formula”
are registered ® trademarks of 
LPC S.A. 
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SYN EURO DXL SAE 5W-30

SYN EURO DXL SAE 5W-30, in terms of its piston cleanliness performance
Daimler’s OM501LA and Volvo’s in-house engine tests, demonstrates almost 35%
additional cleanliness.

IMPROVED CLEANLINESS PERFORMANCE

APPLICATION GUIDE

GRANIT SYN EURO DXL

CYCLON GRANIT SYN EURO DXL SAE 5W-30 is fully compliant to international standards
and a large range of OEMs’ standards. Specially developed for extended service intervals,
it is a UHPD, fuel economizing engine oil for use in Scania Euro VI engines.

It is also suitable for a wide range of highly-loaded, Euro II to Euro VI diesel engines in
trucking and transporting commercial applications , as well as in off-road heavy duty
equipment requiring performance levels as defined by API CI-4, ACEA E4 & E7, providing
exceptional performance where exhaust after-treatment devices such as EGR and SCR
are used.
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